	No
	Items
	GP 20 feet
	GP 40 feet
	HC 40 feet

	1
	Type of container
	20'x 8'x8'6"
ISO 1CC
	40'x 8'x8'6" 
ISO 1AA
	40'x 8'x9'6" 
ISO 1AAA

	2
	Transportation
	Approval for transportation by marine, road, rail

	3
	Inspection Certificate and prototype testing
	Bureau Veritas
Germanischer Lloyd

	4
	Approved 
Standards & Specifications 
	+ CSC, UIC,TIR, BV rules, ISO code
+ TCT, ISO 668,1496-1, 1161, 6346
+ Ref: VN Standard  :TCVN 6273:2003

	5
	External dimensions: 
L x W x H (mm)
	6,058 x 2.438 x 2.591
	12,192 x 2,438 x 2.591
	12,192 x 2,438 x 2,896

	6
	Internal dimensions:
L x W x H (mm)
	5,900 x 2,350 x 2,395
	12,032 x 2,350 x 2,395
	12,032 x 2,350 x 2,700

	7
	Cubic Capacity
(CU m/ CU /ft)
	33.2 / 1,170
	66.7 / 2,390
	76.2 / 2,691

	8
	Max gross weight (Kg/Lps)
	30,480 / 67,200
	30,480 / 67,200
	30,480 / 67,200

	9
	Tare weight
(Kg/Lps)
	2,230 / 4,920
	3,680 / 8,110
	3,880 / 8,550

	10
	Pay load
(Kg/Lps)
	28,250 / 62,280 
	26,800 / 59,090 
	26,600 / 58,650

	11
	Forklift pocket
	360 x 116 x 200mm
	No
	No

	12
	Gooseneck
	No
	Yes
	Yes

	13
	Thickness of end panel and main panel (mm)
	2
	2
	2

	14
	Ventilators:
+ Yes (Amount) / No
+ Material and assembly position 
	+ Yes / 02 (4 units for 40') 
+ ABS; left side end, right side end.

	15
	Door & Roof
	Corrugated Door & Roof

	16
	Floor
	Plywood

	17
	Cleaning & blasting before painting
	by ball shooting & air blowing machine

	18
	Top painting Thickness:
+ Internal:
+ External:
+ Bottom:
	+ 70 Mic
+ 110 Mic
+ 200 Mic

	19
	Material Suppliers
+ Steel:
+ Paint: 
+ Plywood
	Posco Steel Korea; , Nippon Steel Japan 
Hempel, Chugoku, KCC Singapore 
Sampling Malaysia, CIMC 

	20
	Technical Documents
	+ Drawings of container design,
+ Certificates and approval comply with the requirements for international transportation


